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1
SAFETY SYSTEM FOR VEHICLE BALL
HITCH

BACKGROUND

1. Field of the Invention

The present invention relates generally to safety systems,
and more specifically, to a safety system having a sleeve
configured to fit around the ball and ball mount of a towing
hitch assembly.

2. Description of Related Art

Vehicle hitch assemblies for towing are well known
devices and are commonly used in the art. For example, FIG.
1 is a simplified depiction of a vehicle 101 having a hitch
towing device 103 configured to engage with a receiver 105
of the vehicle body 107. As shown in FIG. 2, when
assembled, a portion of towing device 103 extends out-
wardly from the receiver 105, which in turn allows the ball
109 of device 103 to engage with a trailer coupler (not
shown) of a trailer.

A common problem associated with device 103 is persons
coming into contact with the device when installed. For
example, persons moving around the device 103 may not
visually see the device (e.g., dark night) and cause injury to
a leg or cause the party to fall over. The injuries to the leg
could be minor such as bruising or on the other hand
life-threatening. Accordingly, there is a need for a device
that will warn the party of the presence of the device 103
and/or protect the party from injury caused by inadvertently
coming into contact with the device.

Although great strides have been made in the area to help
assisted persons, many shortcomings remain.

DESCRIPTION OF THE DRAWINGS

The novel features believed characteristic of the embodi-
ments of the present application are set forth in the appended
claims. However, the embodiments themselves, as well as a
preferred mode of use, and further objectives and advantages
thereof, will best be understood by reference to the follow-
ing detailed description when read in conjunction with the
accompanying drawings, wherein:

FIGS. 1 and 2 are simplified side views of a conventional
vehicle with a hitch towing device;

FIG. 3 is a safety device in accordance with a preferred
embodiment of the present application;

FIG. 4 is a cross-sectional view of the safety device of
FIG. 3 taken at IV-1V;

FIG. 5 is a cross-sectional view of the safety device of
FIG. 3 taken at V-V,

FIG. 6 is the side view of the safety device of FIG. 3;

FIG. 7 is a safety device in accordance with an alternative
embodiment of the present application;

FIG. 8 is a cross-sectional view of the safety device of
FIG. 7 taken at VIII-VIII,

FIG. 9 is a cross-sectional view of the safety device of
FIG. 7 taken at IX-IX;

FIG. 10 is the side view of the safety device of FIG. 7; and

FIG. 11 is a simplified schematic of the control system of
the safety device of FIG. 7.

While the system and method of use of the present
application is susceptible to various modifications and alter-
native forms, specific embodiments thereof have been
shown by way of example in the drawings and are herein
described in detail. It should be understood, however, that
the description herein of specific embodiments is not
intended to limit the invention to the particular embodiment
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disclosed, but on the contrary, the intention is to cover all
modifications, equivalents, and alternatives falling within
the spirit and scope of the present application as defined by
the appended claims.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENT

Tustrative embodiments of the system and method of use
of the present application are provided below. It will of
course be appreciated that in the development of any actual
embodiment, numerous implementation-specific decisions
will be made to achieve the developer’s specific goals, such
as compliance with system-related and business-related con-
straints, which will vary from one implementation to
another. Moreover, it will be appreciated that such a devel-
opment effort might be complex and time-consuming, but
would nevertheless be a routine undertaking for those of
ordinary skill in the art having the benefit of this disclosure.

The system and method of use in accordance with the
present application overcomes one or more of the above-
discussed problems commonly associated with conventional
trailer hitches. Specifically, the system and method of the
present application provides rapid and effective means will
warn a party of the presence of the trailer hitch device and/or
protect the party from injury caused by inadvertently coming
into contact with the trailer hitch device. These and other
unique features of the system and method of use are dis-
cussed below and illustrated in the accompanying drawings.

The system and method of use will be understood, both as
to its structure and operation, from the accompanying draw-
ings, taken in conjunction with the accompanying descrip-
tion. Several embodiments of the system are presented
herein. It should be understood that various components,
parts, and features of the different embodiments may be
combined together and/or interchanged with one another, all
of which are within the scope of the present application,
even though not all variations and particular embodiments
are shown in the drawings. It should also be understood that
the mixing and matching of features, elements, and/or
functions between various embodiments is expressly con-
templated herein so that one of ordinary skill in the art would
appreciate from this disclosure that the features, elements,
and/or functions of one embodiment may be incorporated
into another embodiment as appropriate, unless described
otherwise.

The preferred embodiment herein described is not
intended to be exhaustive or to limit the invention to the
precise form disclosed. It is chosen and described to explain
the principles of the invention and its application and
practical use to enable others skilled in the art to follow its
teachings.

Referring now to the drawings wherein like reference
characters identify corresponding or similar elements
throughout the several views, FIGS. 3-6 depicts various
views of a safety system and method of use in accordance
with a preferred embodiment of the present application. It
will be appreciated that system 301 overcomes one of more
of the above-listed problems commonly associated with the
conventional trailer hitch devices.

In the contemplated embodiment, system 301 includes
one or more of body 303 having an outer surface 305. As
shown in FIGS. 4-6, body 303 forms a circular shape and a
cavity 401 configured to receive the ball 105 and a ball
member 111 therein.

In the preferred embodiment, body 303 has a thickness
and is composed of a cushioned material configured to
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reduce, if not eliminate, harm to the leg as the person comes
into contact therewith. As shown in FIG. 4, an optional
feature includes adding additional padding at end 403 that
protects the leg from a head-on collision with the ball and
ball member. In one contemplated embodiment, the body is
composed of a foam material; however, alternative embodi-
ments could include other types of padding materials.

System 301 is further provided with a fastening means
307 configured to secure the body 303 to the ball member
111. These features are shown in FIG. 6, wherein the
fastening means 307 is tightened, which in turn secures the
body to the ball member.

In one contemplated embodiment, the fastening means
307 is a string that wraps around the periphery of the body;
however, it will be appreciated that a strap with buckle
and/or other similarly suitable means could be used to secure
the body to the ball member.

The method of assembly includes sliding the body over
the ball and ball member and thereafter securing the body
via the fastening means.

Referring now to FIGS. 7-10 in the drawings, a safety
system 701 is shown. It will be appreciated that system 701
is substantially similar in form and function to system 301
and incorporates the features discussed herein.

In this embodiment, system 701 is provided with an
indicia 703 placed on the outside surface of the body.
Further, the system is provided with a warning system 801
disposed within the thickness of the body.

In the contemplated embodiment, system 701 provides
warning, either a visual light 803 and/or audible warning
1101 to provide the party adequate warning of the location
of the hitch device. As shown in FIG. 11, the system 701
includes a control system 1103, a switch 1105, a battery
1107, and/or a sensor 1109. In one embodiment, sensor 1109
could be used to determine the proximity of the party and
activate the warning system, accordingly.

The particular embodiments disclosed above are illustra-
tive only, as the embodiments may be modified and prac-
ticed in different but equivalent manners apparent to those
skilled in the art having the benefit of the teachings herein.
It is therefore evident that the particular embodiments dis-
closed above may be altered or modified, and all such
variations are considered within the scope and spirit of the
application. Accordingly, the protection sought herein is as
set forth in the description. Although the present embodi-
ments are shown above, they are not limited to just these
embodiments, but are amenable to various changes and
modifications without departing from the spirit thereof.
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What is claimed is:

1. A safety system for a trailer hitch device having a hitch
member and a hitch ball, the safety system comprising:

a pliable cylindrical body configured to peripherally sur-

round the hitch member and the hitch ball;

a strap attached to a partial section of an outer perimeter
surface of the pliable cylindrical body and configured
to reduce a diameter of a portion of the pliable cylin-
drical body such that an inner surface of the pliable
cylindrical body comes into contact with an outer
surface of the hitch member, which in turn secures the
body to the hitch member; and

a warning system disposed within a thickness of the
pliable cylindrical body.

2. The safety system of claim 1, wherein the body is

composed of a cushion material.

3. The safety system of claim 1, the warning system,
comprising:

a control system and a light;

wherein the light is configured to provide visual warning.

4. The safety system of claim 1, the warning system,
comprising:

a control system and an audible device;

wherein the audible device is configured to provide
audible warning.

5. The safety system of claim 1, the warning system,

comprising:

a control system and a motion detector;

wherein the motion detector activates the control system.

6. A method to reduce harm to a person coming into
contact with a trailer hitch device having a hitch member and
a hitch ball extending from a vehicle, the method compris-
ing:

providing the system of claim 1;

peripherally surrounding the pliable cylindrical body
around the hitch member and the hitch ball; and

securing the pliable cylindrical body to the hitch member
via the strap.

7. The method of claim 6, wherein the feature of securing
the pliable cylindrical body to the hitch member includes the
step of wrapping and tightening the strap around a cylindri-
cal body of the pliable cylindrical body.

8. The method of claim 6, further comprising:

warning the person with a warning device secured to the
pliable cylindrical body.

9. The method of claim 6, wherein the feature of warning

the person includes using a warning light that provides
visual presence of the trailer hitch device.
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